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TECHNICAL SPECIFICATIONS

Feature
Technical 
parameters

Power supply 12Vdc

max. 100mA
(with relay activated)

Current draw Alarm: relay potential-free 
contact 

Operating 
temperature

-20° +60°C 

Environment 
humidity RH

70%

Dimension
(with connectors)  

63mm(L) x 100mm(H) x 
40mm(D)

NEW PRODUCT
TO PROTECT
your valuable goods
wrapping them in a net

Multiapplication
PROTECTION SYSTEM

Board
The ETER VPX board is supplied in an aluminium wrapper 
and can be applied in electric panel with DIN bar fixing. It is 
powered with 12 to 24V dc and has multi-coloured LEDs 
which provide visual indications about system operation 
and the status of optical fibre.
The alarm indication is generated by means of relay 
potential-free contact (C, NO, NC): this makes the system 
compatible with any alarm control unit.

NEW

BIOMETRIC TECHNOLOGIES

Light net



IMPORTANT:
The perimeter of LIGHT NET is a robust 
copper cable coated, insensitive,
allowing you to tighten tenaciously 
the net with tie rods around the 
goods to be protected, without 
damaging the glass optical fibre.

System
LIGHT NET system is based on the technology of glass 
optical fibre that is made properly woven into a net to 
tie the parts to be protected, so that any attempt to 
remove generate the activation of the alarm system. 

The glass optical fibre is durable, does not age, 
does not rust and it’s signal cannot be bypassed to 
get around the system. The high flexibility makes it 
extremely malleable, but resistant thanks to the inner 
Kevlar.

APPLICATION EXAMPLE

Light net

Operation is extremely simple: the system is self-
calibrating. Once installation is complete and the 
system is activated, the device generates and 
analyses the light which is sent inside the net 
detecting the variation in the frequency of the train 
of light pulses sent by the transmitter to the receiver, 
due to cutting, ripping or bending of the cable and 
immediately produces an alarm indication.

Operation

Installation
Installation does not required any special tools: simply 
tie the net in the most confortable and functional way 
that the situazion allows.

A typical installation of the yard is done by tightening 
the net around the pallet to protect with the tie rods to 
keep it tight on the goods. 

The maintenance of the system is, therefore, very 
convenient and fast: with the system disconnected you 
can remove it without any problems.


